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Eclipse Environmental is a Proud Australian Company with a passion for local manufacture and service delivery.  

With over 20 years experience in the Automotive Industry, Eclipse Environmental is focused on developing affordable, high 
quality and innovative solutions for dealerships and workshops alike.
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Nova 1
Water Recycling System

Eclipse Environmental’s Nova 1 Water Recycling System is an ideal solution 
to the recycling for wastewater for wash bay and commercial use 

Features
• Standard unit includes

• Stainless Steel Construction
• 1800L Storage Capacity as standard
• Hydroflow HYD1000S Oil/Water 

Separator
• Sand/Carbon Filter
• Chemical Dosing  System for sanitising 

and removal of suspended particles 
• Start Chemicals included
• UV Sterilizer 
• Automatic switchover to town water 

supply when recycled water tank is 
empty

• Training and Set up Advice

• 240v power 
• Compact All in One unit – 3000mm x 1000mm 

x 1600mm
• Customisable components to meet your 

specific needs
• Easy and Quick Installation
• Low Maintenance
• Able to be connected to rainwater tanks
• The Best design  advise in the industry
• Pump out, service and maintenance support 

Australia Wide

Exhaust Extraction Reels mounted from ceiling
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Features

Cabinet 3000mm x 1000mm x 1800mm
Stainless Steel Construction

Oil/Water Separator Standard - HydroFlow HYD1000S – 1000L Oil/Water Separator
Optional - HydroFlow HYD3000S – 3000L Oil/Water Separator

Pump Box Standard - 450mm x 450mm x 450mm Pump Box and Submersible Pump

Sand/Carbon Filter Standard – incl Automatic Backwash 

Storage Tank for recycled water Standard – 1800L Tank
Optional – Larger Tanks available

Chemical Dosing System Standard – Dosing with Sanitizer and Flocculant including Starter Chemicals
Optional – Additional dosing available for removal and treatment of specific 
particles

UV Sterilizer Standard – UV Sterilizer 

Automatic Changeover Standard – Automatic switchover to town water supply when recycled water tank 
is empty

Power 240v

Setup and Design Advice Free

Installation Typically takes 1 day if external plumbing connections are in place

Connection to Rainwater Tanks Optional

Support Servicing – Australia Wide
Pump outs –Australia Wide
Maintenance – Australia Wide

Compact All in 1 Design Integrated Control and Dosing System
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